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Overview
The Muffin Monster Manhole (M3) makes it easier to install a grinder in 

sewage lines. This fiberglass reinforced polyester (FRP) manhole has the 

exclusive Muffin Monster grinder that shreds troublesome solids and 

eliminates costly pump breakdowns. Muffin Monster Manhole option 

makes for a quick installation. Simply dig a hole and lower the prefabricated 

fiberglass manhole into position in gravity fed sewer lines.  

 

The M3 is customizable based on site requirements. The manhole diameter 

is 4’ (1200 mm). The height, pipe size, and the type of top (traffic or hatch) are 

customizable.

Features and Benefits

Dual Shafted Muffin Monster Grinder

• Low-speed, high torque grinder handles rags, rocks, wood, clothing, 

plastics and other debris

• JWCE exclusive immersible motor.

Manhole

• Fiberglass Reinforced Polyester-High-Strength, watertight

• Manhole barrel thickness: ½” (12 mm)

• Manhole barrel diameter: 4’ (1200 mm)

• Built in grit trap, traps grit before reaching grinder extending cutter life

Installation and Maintenance

• Factory installed guide frame/access ladder make it easy to 

access the grinder

• Only maintenance is semi-annual inspection

Applications
• Sewage Lines, Pump Stations, Jails, Prisions, and many more.
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Top view of Muffin Monster Manhole Hatch Access Door to M3 (street manhole option also available)

Guide Frame and Access Ladder Inside the M3 
(the grinder has been removed)

Guide Frame and Grinder

Monster ControllersA Close View of The Cutters
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Headquarters

2850 S. Red Hill Ave., Suite 125

Santa Ana, CA 92705 USA 

toll free: 800.331.2277 

phone: 949.833.3888 

fax: 949.833.8858 

email: jwce@jwce.com
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